
 

 
 
 

   
 

 

INSTRUCTIONS 
 
 

 

 

 

 

 

 

 

 

  

Installation conditions: The 
sheets must be installed during 
the final stage of construction, 
in dry premises, preferably 
heated (15 to 25°C). No work 
that could introduce moisture 
must be carried out afterwards 
(concrete and plaster must be 
completely dry) 

Substrates: For traditional applications, wood 
veneers can be glued to plywood, square 
timber, particle board, MDF and solid wood 
(including wood veneers on adhesive). These 
products can be used on walls that have been 
painted, plastered or plasterboarded, 
provided they have been pre-coated with a 
primer or undercoat designed for wallpaper, 
for example. Ensure that the surface is dry, 
clean and smooth. We recommend painting 
or priming the surface in white before 
applying light-coloured wood (beech, ash, 
maple, etc.). CAUTION: Surfaces with a 
chemical composition similar to that of high-
density polyethylene should not be used. 

Storage: Store the sheets flat. They must be stored in a dry, enclosed room (10 to 30°C and 
40 to 60% humidity). Before installation, the sheets must be conditioned for 3 to 8 days, 
carefully stacked, in the room where they will be installed in order to stabilise them to the 
climatic conditions of the location where they will be installed. 

Climate reactions: Veneer reacts to changes 
in humidity and temperature. For wall 
applications, we do not recommend covering 
entire walls (sheets side by side). To avoid 
bubbling, we recommend using vinyl 
adhesives for large formats. We do not 
recommend flexible adhesives for these 
applications (contact adhesive type). For 
small formats, you can use flexible adhesives, 
which dry faster and are easier to apply. 

Note: Our self-adhesive remains flexible and 
is therefore more suitable for applications on 
small surfaces. 

Counterbalancing (application 
on a panel): To prevent any 
deformation of the panel, we 
recommend using wood sheets 
of the same species, laid in the 
same direction as the grain of 
the face, using the same laying 
technique. 
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Please read this user guide before you begin 

General information: Wood Veneers are composed of a sheet of 
sanded real veneer, a woven backing and, in option, a self-adhesive 
backing. This guide also applies to the wood edge banding in the 
range. 

Please note that the quality and durability of the self-adhesive film's adhesion is 
directly proportional to the preparation of the surfaces and the pressure applied 
during smoothing: press HARD using any rigid tool with a rounded edge, such as: 
Pressure roller - Scraper/scraper with the blade removed - RIGID spatula - 
Rectangular piece of wood with rounded edges  / Avoid vinyl or wallpaper 
installation tools and any flexible spatulas (not rigid enough). 
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For natural products, it is mandatory to apply a finishing product once they are in place on 
their substrate (allowing 48 hours between installation and finishing). These sheets can be 
stained, oiled, waxed, patinated or varnished. To avoid excessive application of product, it is 
advisable to use a cloth or cotton wool for staining (Products available on our site web).  

For natural products, it is mandatory to apply a finishing product once they are in place on 
their substrate (allowing 48 hours between installation and finishing). These sheets can be 
stained, oiled, waxed, patinated or varnished. To avoid excessive application of product, it is 
advisable to use a cloth or cotton wool for staining. 

• Gloss varnish: We recommend applying a pore filler (allow to dry for 12 to 24 hours before 
varnishing).  

• Matt varnish: Apply 1 to 2 coats of varnish to the surface of the veneer. 

For sheets coated with polyacrylic UV varnish, maintenance can be carried out using standard 
household cleaning products (wood care products, wax polish, oil, patinas). Suitable products 
are available for purchase on our website, in the finishing shop. 

The performance of our products in harsh environments (damp locations, high 
temperatures, etc.) depends largely on the protective finish applied to them. We cannot 
guarantee their performance unless we are certain that our instructions for use have been 
followed carefully. This product is not recommended for use on floors, stair treads, or 
worktops. 

 
 

 

 

 

 

 

 

 

 

 

   

 

 

 

 

 

  

 

Processing the sheet alone 
• Cutting: Wood sheets can be cut using an aluminium ruler and a cutter. 
• Sanding: The sheets in the ‘Basic and Chic’ wood sheet range are already sanded. If 
necessary, you can sand them lightly with 220-grit sandpaper. 

With self-adhesive : 

 Gradually remove the protective film (from top to bottom for vertical applications), 
while holding the sheet in place. Apply firm pressure from the centre of the sheet 
towards the edges (to remove any bubbles). Note: Once the adhesive has been 
applied, it cannot be removed. Ensuring that the sheet is properly adjusted and 
positioned will guarantee a satisfactory result. 

 After removing the protective film, apply strong pressure with a cloth or a squeegee 
to ensure good adhesion between the adhesive and the substrate. 

 Allow to stabilise for 24 to 48 hours at room temperature before applying the finish. 

Without self-adhesive (with woven backing): 
• Apply strong pressure from the centre of the sheet towards the edges (to remove any 
bubbles). If using contact adhesive, the bond is irreversible, so proper adjustment and 
positioning will ensure a satisfactory result. 
•    Apply strong pressure with a cloth or a marouflage roller to ensure good adhesion 
between the sheet and the substrate 
•    Allow to stabilise for 24 to 48 hours at room temperature before applying the finish. 

Collage with a press: 
• With self-adhesive, contact adhesive, PU and epoxy: Cold press 
• Vinyl adhesive: Cold press, do not use below 10°C. Hot press, follow the application 
instructions provided by the adhesive manufacturer and machine manufacturer. 
• For a better finish, we recommend using translucent adhesives or adhesives that are 
similar in colour to the chosen veneer. 

A s : 

The general implementation rules listed above apply to living spaces and furniture of normal dimensions.. 

Le Collage 

Cutting and Machining 

Finish: Our preference is patina or wax 
 

Maintenance 

Special precautions 

PREFERABLY with vinyl glue (WOOD GLUE):•    Glue the veneer on the woven side (do not 
remove the weave), and glue the backing, applying a thicker layer to the backing and a thinner 
layer to the back of the sheet.  
•    Allow the glue to set, i.e. within 15 minutes the glue films will become pasty, almost solid, 
but still sticky to the touch. 
 
Position the sheet: 

• If using vinyl adhesive: Position the sheet on the surface and smooth it out from the 
centre towards the edges to remove any bubbles. Once the sheet is applied without 
any bubbles, smooth it out firmly as explained in the introduction to these 
instructions. 
• If glued with Neoprene: When applying a sheet to a panel, you can place small 
aluminium strips (clean) on the substrate.  
Position the sheet. To glue it, remove the strips one by one, starting from the centre 
of the sheet and working outwards, smoothing as you go to remove any bubbles. 

 

 

Encollage 

Noter : 

 Adhesive bonding can only be carried out on a clean, dust-free and degreased 
surface. 

 Measure the panel or wall to be covered and transfer the measurements to the 
veneer sheet. Cut the veneer to the desired dimensions and make any necessary 
adjustments before removing the adhesive backing. 

 Position the veneer (for large sheets, two people are required) 


